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Inductance Range:3.3uH_33uH
Temperature Range: —40C ~—+125C
Dimensions: (mm) LAND PATTERNS(mm)
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Feature:

1.Low core loss and high efficiency performance.

2.Closed magnetic field construction For high density board assembly
3.Compliant with RoHS and HALOGEN FREE.

Application:

1.DC/DC Converter in Power Regulation System

2.PV Inverters.

Electrical Specifications:

PSPQ2010-3R3M | 100KHZ/0.25V ! 6.0 20.0 49.0

PSPQ2010-4R7M | 100KHZ/0.25V & 6.0 20.0 35.0
PSPQ2010-6R8M [ 100KHZ/0.25V A 6.0 20.0 26.0
PSPQ2010-8R2M | 100KHZ/0.25V 82 6.0 20.0 23.0
PSPQ2010-100M IOOKHZ/O.ZSV\é 10 10.0 16.0 20.0
PSPQ2010-150M 15 10.0 16.0 18.0
PSPQ2010-220M 22 10.0 16.0 11.0
PSPQ2010-330M 33 10.0 16.0 7.0
DC Bias Temperature Characteristics:
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*Product specifications are for reference only,It does not include the latest product information,Product specificationsare

subjectto change without notice.Please confirm the latest product information or visit our website to us before ordering.
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